WUCH STUF-OH,
THERS GO Y
BRACKETS!

f_’)ld you know the maximum cargo load for MB71 and M871Al semitratlers s
45,000 pounds? If you overload, poorly distribute loads, or abuse those semitrallers
In any way, they could crack under the pressure. And cracks or separations in your
semitraller's rear suspenston system make your semitraller NMC!

TACOM SOUM 10-017 told commanders to have all MB71 and M871AI
semitraller trunnlon mount brackets Inspected at the frame weld area for cracks and/
or separations using TB 9-2510-242-40 as a gulde. That's because cracks have been
found in the tnmnion mount bracket assembly area that attaches the suspension and
the axle to the frame. In fact, the welds on some semitrallers are completely cracked,
separating the trunnlon from the frame. This coald lead to complete separation of the
rear suspenston and axle from the semitratler!
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‘Walds with rust in the middle
create weesk spots that can break
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[}on't repalr cracks
if wou find them becanss
the MBT] & MEBTIAIL
semitrallers are on the
automatic disposal list. Just
turn your unserviceable
semiirallers in to DLA
Disposition Services
{formerdy called the
Defense Reutllization

and Marketng Office or
DEMO). Then order a
replacement. If authorzed
by your undt's TOE.

By the way, a tnunnion mount inspection i now part of the oewoperator’'s
BEFORE PMCS. Pencil in this changs & TM 9-2330-358- 14&R
Meed more info? See TACOM S0UM 10-017 online:

https://aeps2. ria_army.mil'commodity/soum/tacom_wn/soul0-017 html

Don’t repair cracks on M871 and M871A1
semitrailers!




